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Wedging Detail

U C3
E4

R/W SHEET NO.CL

GRADE

POINT

0.08

0.08

T

GRADE TO THIS LINE

CL

GRADE

POINT

T

0.08

GRADE TO THIS LINE

CL

GRADE

POINT

T

0.08

T

*

*

GRADE TO THIS LINE

D1
D2

D1

D2

TYPE B25.0B, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.  

PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE,E2

8" AGGREGATE BASE COURSE

W

-Y1- 18.0’

-Y2- 18.0’

-Y3- 18.0’

-Y4- 18.0’

-Y5- 20.0’

LINE

Consulting Engineers

Middlesboro,
Kentucky

606 248 6600

Tri-Cities,
Tennessee

423 467 8401
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c

Charlotte,
North Carolina

Tennessee

865 546 5800

Knoxville,

South Carolina

864 574 4775

Spartanburg,

Asheville,
North Carolina

828 253 2796

0.08

T

704 357 0488

WEDGING (SEE DETAIL)
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TYPICAL SECTION NO. 3
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-L- STA. 11+35 TO 27+50

-L- STA. 27+50 TO 32+50

-L- STA. 32+50 TO 52+00

-L- STA. 52+00 TO 60+00

-L- STA. 60+00 TO 61+50

-L- STA. 61+50 TO 62+50

-L- STA. 62+50 TO 64+00

-L- STA. 64+00 TO 86+00

-L- STA. 86+00 TO 127+25

WIDTH

R-3622B

8’-0" 8’-0"

E2
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USE TYPICAL SECTION NO. 1

USE TYPICAL SECTION NO. 2

8’-0"

4:1

J2

S1

USE INSET A

-L- STA 11+35 TO 20+50 RT

-L- STA 60+00 TO 60+50 RT

-L- STA 86+00 TO 92+70 RT

-L- STA 101+90 TO 103+05 RT

6"

USE INSET B

-L- STA 52+10 TO 60+00 RT

-L- STA 84+77 TO 86+00 RT

TJ3

7"

14"

10"

D1 J2

E4

TYPE B25.0B, AT AN AVERAGE RATE OF 342 LBS. PER SQ. YD.  

PROP. APPROX. 3" ASPHALT CONCRETE BASE COURSE,

E2

7"

T

DIMENSION ’a’

*

-Y1- STA. 10+00 TO 13+38.56

-Y2- STA. 10+11 TO 12+15.00

-Y3- STA. 10+11 TO 15+65.00

PAVEMENT EDGE SLOPES ARE 1:1 UNLESS OTHERWISE NOTED.

-L- STA 22+40 TO 27+50 RT

S1

S2
(NCDOT STANDARD DWG 846.01)

SHOULDER BERM GUTTER

(NCDOT STANDARD DWG 846.01)

EXPRESSWAY GUTTER

0.02

0.02

D1

E2 10"
6"

S2

U

FDPS
5’-8"3’-0"2’-4"

  TO 7’ WHERE GUARDRAIL IS USED.

** TOTAL SHOULDER WIDTH TO BE INCREASED
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D1J2

14"

J3

-L- STA 11+82 TO 22+92 LT

-L- STA 58+35 TO 60+00 LT

-L- STA 71+73 TO 76+25 LT

12.0’-DR1-

-DR2-

-DR3-

8.0’

-DR3- STA. 10+25 TO 11+75.51

-DR1- STA. 10+40 TO 11+96.77

-DR2- STA. 10+10 TO 11+25.49

-DR4- STA. 10+11 TO 12+60.00

-DR7- STA. 10+50 TO 12+75.44

-DR5- STA. 10+00 TO 11+93.91

-DR6- STA. 10+09 TO 12+00.0012.0’

20.0’

10.0’

-DR5-

-DR6-

-DR7-

8.0’

-DR4-

20.0’

0.08

-L- STA 32+50 TO 33+00 LT

-L- STA 38+75 TO 47+30 LT

-L- STA 49+00 TO 50+19 LT

-L- STA 60+00 TO 61+50 LT

1’

-L- STA 71+14 TO 77+80 RT

-L- STA 61+50 TO 62+50 LT

-L- STA 106+00 TO 116+50 RT

*

5"

E3

5"

-L- STA 114+50 TO 126+25 LT

T

FDPS

2’

FDPS

2’

SEE INSET A OR C

SEE INSET A OR C

SEE INSET B OR D

SEE INSET B OR D

FDPS

2’

FDPS

2’

-DR5A- STA. 10+00 TO 11+00.14

-DR5A- 10.0’

-DR8- 12.0’

-DR8- STA. 10+05 TO 10+92.72

2A-1

C3

AT AN AVGERAGE RATE OF 168 LBS. PER SQ. YD. IN ONE LAYER.

PROP. APPROX. 1.5" ASPHALT CONC. SURFACE COURSE, TYPE S9.5B
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3" (MIN.)
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A
WITH 4X4 W3 X W3 WIRE REINFORCEMENT

PROP. 6" JOINTED CONCRETE PAVEMENT 
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VARIABLE DEPTH AGGREGATE BASE COURSE
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J3

4" AGGREGATE BASE COURSE

Var. 1’
to 11’ to 11’

Var. 1’

P PRIME COAT AT THE RATE OF 0.35 GALS. PER SQ. YD.

-L- STA 23+95 TO 32+50 LT

-L- STA 62+50 TO 63+25 LT

E3
TYPE B25.0B, AT AN AVERAGE RATE OF 570 LBS. PER SQ. YD.  

PROP. APPROX. 5" ASPHALT CONCRETE BASE COURSE,

USE TYPICAL SECTION NO. 3
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USE WITH TYPICAL NO. 1

-L- STA. 97+30.39 to 97+70.39 Rt.

GRADE TO THIS LINE

TWO LAYERS.

S9.5B AT AN AVERAGE RATE OF 168 LBS PER SQ. YD. IN EACH OF 

PROP. APPROX. 3.0" ASPHALT CONC. SURFACE COURSE, TYPE 

TYPE 119.0B AT AN AVG. RATE OF 342 LBS PER SQ. YD.

PROP. APPROX. 3.0" IN ASPHALT CONC. INTERMEDIATE COURSE,

4.0" IN DEPTH

PLACED IN LAYERS NOT LESS THAN 2.5" NOR GREATER THAN

AT AN AVG. RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE 

PROP.VAR. DEPTH ASPHALT CONC. INTERMEDIATE COURSE, TYPE 119.0B

2.0" IN DEPTH

PLACED IN LAYERS NOT LESS THAN 1.5" NOR GREATER THAN

AT AN AVG. RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TO BE 

PROP.VAR. DEPTH ASPHALT CONC. SURFACE COURSE, TYPE S9.5B

5.5" IN DEPTH

PLACED IN LAYERS NOT LESS THAN 3.0" NOR GREATER THAN

AT AN AVG. RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE 

PROP.VAR. DEPTH ASPHALT CONC. BASE COURSE, TYPE B25.0B
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